
SEELEVEL

There are five basic parts to the system, 
          1)  The Float 
          2)  The Sender Bar 
          3)  The Fiber Optic Cable 
          4)  The Display 
          5)  The Night Display           

The system is reading "F",  
"no L","bd L" or "-l."            

Remove 
display and 

check to see if 
there is a red 
blinking light 
on the end of 
the fiber optic 

cable.

No red blinking 
light.

Red blinking 
light.

Plug fiber optic cable 
into 916 Total 

Programmer and see 
if the correct # of bits 
are coming from the 
sender as well as the 

optical power.

Go to the top of the 
tank and remove 

the head cap.  
Dissconnect the 

fiber and see if the 
red blinking light is 
being transmitted 
from the optical 

connection.

Optical power 
above35, 

Operational.

Bits neither  8 
or 11.

Correct # of 
bits being 

transmitted.

Optical power 
below 35.

Red light on 
steady.

Sender bar 
needs to be 

replaced.

Make sure that the 
optical connector on 
the display is free of 

dirt.

Sender bar 
needs to be 

replaced.

Problem still 
there and 

connector is 
clean.

Display needs 
to be replaced 

or repaired.

No red blinking 
light being 
transmitted.

Red blinking 
light being 
transmitted.

Fiber optic 
cable needs to 

be replaced

Cut 1/4" off  
each end of 

the fiber at the 
head and 
display.

Problem still there.
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