
Display is jumping #'s.

Remove display and 
copy program into 916 

Total Programmer.  
Connect display to 
programmer with a  
piece of fiber and 

compare the gauge 
display to the 

calibration display on 
the programmer. 

Calibration display 
fine, but display 
has jumping #'s .

 Calibration 
display jumping 

same #'s  as 
display.

Calibration 
display 

jumping #'s but 
display fine.

Display needs 
to be replaced 

or repaired.
Reprogram display.

Still has #'s 
jumping or 
needs to 

reprogrammed 
on a regular 

basis.

Display and 
calibration 

display are the 
same and are 

correct.

Gauge is 
repaired and 

can be 
re-installed.

Confirm 
programmer is 

operating 
correctly.  Check 

with another 
display from 

stock.

Same problem 
with display 
from stock.

Programmer 
operation fine 
with display 
from stock.

Programmer 
needs repair.

Problem 
display needs 
to be replaced 

or repaired.

Calibration 
display fine 
and gauge 
display fine.

Remove bar 
from tank and 
test with 916 
and a float 
from stock.  

Inch display on 
916 moves up 

and down 
correctly.

Replace float.

Inch display on 
916 moves up 

and down 
incorrectly.

Sender bar 
needs to be 

replaced.
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